Coast Guard, DOT

(2) Provisions must be made to pre-
vent or mitigate the effect of galvanic
corrosion due to the relative solution
potentials of copper, aluminum, and al-
loys of copper and aluminum, which
are used iIn conjunction with each
other, steel, or other metals and their
alloys;

(3) A suitable thread compound must
be used in making up threaded joints in
aluminum pipe to prevent seizing. Pipe
in the annealed temper must not be
threaded;

(4) The use of aluminum alloys with
a copper content exceeding 0.6 percent
is prohibited; and

(5) The use of cast aluminum alloys
in hydraulic fluid power systems must
be in accordance with the requirements
of §58.30-15(f) in subchapter F of this
chapter.
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Subpart A—General Provisions

§183.100

This part contains requirements for
the design, construction, installation,
and operation of electrical equipment
and systems including power sources,
lighting, motors, miscellaneous equip-
ment, and safety systems.

Intent.

§183.115 Applicability to existing ves-
sels.

(a) Except as otherwise required by
paragraphs (b) and (c) of this section,
an existing vessel must comply with
the regulations on electrical installa-
tions, equipment, and material that
were applicable to the vessel on March
10, 1996, or, as an alternative, the vessel
may comply with the regulations in
this part.

(b) An existing vessel must comply
with the requirements of 8§183.420 and
183.430.

() New installations of electrical
equipment and material, and the repair
or replacement of wire and cable, on an
existing vessel, which are completed to
the satisfaction of the cognizant Offi-
cer in Charge, Marine Inspection
(OCMI) on or after March 11, 1996, must
comply with this part. Replacement of
existing equipment, not including wire
or cable, installed on the vessel prior
to March 11, 1996 need not comply with
the regulations in this part.

§183.130 Alternative standards.

(a) A vessel, other than a high speed
craft, of not more than 19.8 meters (65
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